
3-WAY SOUND BAR

JSB2000

• Home theater look and clean installation	
• 3-Way acoustical design with six speakers, two each of woofers, mid-range 

speakers and tweeters. 
•	Control from your JENSEN stereo - no remote needed
•	48 Watts Max
•	Ported/tuned enclosure
•	One piece snap style metal grille
•	Surface Mount Installation
•	Compact size - mounting depth only 5.65”
•	Hole Size:  22.1” x 4.5” x 3.2”

P R O D U C T  F E A T U R E S



Features and specifications subject to change without notice.
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FEATURES: 
 
 3-Way Acoustical Design 
 Ported/Tuned Enclosure 
 Plastic Chassis construction 
 One piece snap style metal grille 
 Surface Mount Installation 

 
 
 

Specifications:  ES0001 
General Specifications: 
Woofer Size / Material / Quantity 3” / paper / 2 
Midrange Size / Material / Quantity  3” / paper / 2   
Tweeter Size / Material / Quantity 0.5” / mylar / 2 
Voice Coil Material / Woofer / Midrange  ASV / 0.76” / 0.58” 
Magnet Weight Woofer / Midrange 5.4 oz. / 2.1 oz. 
Mounting Depth 4.5" 
Hole Size   22.1” x 4.5” x 3.2”  
Impedance  4 Ω 
Temperature Range -30C - 65C -22F - 149F 
Max RH  95% 
   
Performance Specifications: 
Frequency Response 70 Hz - 20 KHz 
RMS Power Input 24W  
Max Power Input 48W 
SPL @ 1 W/ 1 M  85 dB 
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