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6.5" Waterproof 
Coaxaial Speaker

TECHNICAL DATA        05/22/2014 
MSX65R 6.5” High Performance Coaxial Marine Speaker (preliminary) 

6.5" 2-Way Speaker

Made in China

Rev.A

75W MAX35W RMS

MSX65
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FEATURES: 
 

 White & Silver Grille Colors 
 Coaxial Woofer/Tweeter 
 UV Resistant (ASTM-D4329 compliant) 
 Water & Corrosion Resistant Sealed Design 
 All Plastic Chassis Construction 
 Polypropylene cone 
 Rubber Suspension / Surround 
 Snap Style Grille   
 Insulated Tinsel Leads 
 Corrosion resistant ( D1141-98 complaint) 

 
 
 

 
 

Specifications:  
General Specifications: 
Woofer Size 6.5” 
Woofer Material  Poly-propylene 
Tweeter Type Dome 
Tweeter Material Silk 
Voice Coil Size 1” 
Magnet Weight  11oz  
Mounting Depth 2.3” 
Hole Size   5.25 ” 
Impedance  4 Ω 
Temperature Range -30C - 70C -22F - 158F 
Max RH  100% 
Terminal Size Positive - 1/4” Negative – 3/16” 
 
Performance Specifications: 
Frequency Response 65 Hz – 20 KHz  
RMS Power Range 35W 
Max Power 75W 
SPL @ 1 W/ 1 M  88 dB 
Resonant Frequency   75 Hz 
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MS650 6.5” Coaxial Speaker

6.5" 2-Way Speaker

Rev.A

50W MAX25W RMS

MS650
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FEATURES:

 UV Resistant (ASTM-D4329 compliant)
 Water & Corrosion Resistant Sealed Design
 All Plastic Chassis construction
 Polypropylene cone
 Rubber Surround
 Mounting Gasket

Specifications: 
General Specifications:
Woofer Size 6”
Woofer Material Poly-propylene
Tweeter Type Dome
Tweeter Material Mylar
Voice Coil Size 1” ASV
Magnet Weight 8.8 oz 
Mounting Depth 2.4”
Hole Size 5.0 ”
Impedance 4 Ω
Temperature Range -30°C - 70°C -22°F - 158°F
Max RH 100%
Terminal Size Positive - 0.250" Negative – 0.205”
Performance Specifications:
Frequency Response 50 Hz – 20 KHz 
RMS Power 25W
Max Power 50W
SPL @ 1 W/ 1 M 86 dB
Resonant Frequency 57 Hz
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