
 
 

 

UMHCX69B 

INSTALLATION AND FEATURES 
 

 
 

1. ADHESIVE BACKED RUBBER PAD 
2. MOUNTING POINTS AND WIRE CHANNELS 
3. WIRE ENTRY COVER (SNAP FIT, SLIDES BACK) 
4. CUSTOM BACK PLATE AND LED AREA 
5. DEFAULT BACK PLATE 
6. BACK PLATE MOUNTING SCREWS 

* FAILURE TO APPLY LOCTITE DURING INSTALLATION WILL VOID WARRANTY 

WIRE COLOR/GAUGE FUNCTION 
RED 14AWG 

 
SPEAKER (+) 

BLACK 14AWG SPEAKER (-) 
RED 18AWG LEDS (+) 

YELLOW 18AWG WHITE DOME LEDS (-) 
BLUE 18AWG BLUE ACCENT LEDS (-) 

WHITE 18AWG WHITE ACCENT LEDS (-) 
REAR RED 18AWG REAR LEDS (+) 

REAR WHITE 18AWG REAR WHITE LEDS (-) 
REAR BLUE 18AWG REAR BLUE LEDS (-) 
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MOUNTING POINTS, M8 X 1.25 
(2” MAX DEPTH), BLUE LOCTITE “242” 
MUST BE APPLIED TO THREADS * 

WIRE ROUTING HOLES 

ADDITIONAL LED 
WIRES HERE FOR 
CUSTOM BACK 
PLATE 

CAN BE REPLACED WITH 
CUSTOM BACK PLATE 
AND LED EXPANSION 

WIRE ROUTING CHANNELS 
FOR RUNNING WIRES  
THROUGH CLAMP  

DO NOT ALLOW DIRECT 
WATER SPRAY IN CONE 

INSERT SCREWDRIVER TO OPEN 


